
ULTRA SMALL IP67 
LED POWER SUPPLY

ULTRA SMALL IP67 
LED POWER SUPPLY

Shell Material: Aluminum
Efficiency: 85%
Rated Voltage: AC220V
Input Frequency: 50/60Hz
Input Range: 170-250Vac
Input Voltage: DC12V/24V±5%
Output Current: 1.66A/0.83A
Output Power: 20W
Unit Size: 11.2*3.0*2.2CM
Unit Weight: 140g

ULTRA SMALL INDOOR  
LED POWER SUPPLY

Wiring Spec: 17CM Each/Two Sides (1 unit output)

Grade: Fan  IP67 Waterproof

Protections: Shortage/Over Voltage/Over 
Load/Over Current

Input Range: 170-250Vac
Input Voltage: 

Efficiency: 85%
Rated Voltage: AC220V
Input Frequency: 50/60Hz

DC12V/24V±5%
Output Current: 3.33A/1.67A 

Output Power: 40W
Unit Size: 12.2*3.7*2.2CM 

Unit Weight: 140g
Wiring Spec: 17CM Each/Two Sides (1 unit output)
Shell Material: Aluminum

Shell Material: Aluminum
Efficiency: 85%
Rated Voltage: AC220V
Input Frequency: 50/60Hz
Input Range: 170-250Vac
Input Voltage: 

Grade: Fan  IP67 Waterproof
Protections: Shortage/Over Voltage/Over Load/Over 

DC12V/24V±5%
Output Current: 2.5A/1.25A
Output Power: 30W
Unit Size: 12.2*3.7*2.2CM
Unit Weight: 180g
Wiring Spec: 17CM Each/Two Sides (1 unit output)

Grade: Fan  IP67 Waterproof
Protections: Shortage/Over Voltage/Over Load
/Over Current

Shell Material: Aluminum
Efficiency: 85%
Rated Voltage: AC220V
Input Frequency: 50/60Hz
Input Range: 170-250Vac
Input Voltage: 

Current

DC12V/24V±5%
Output Current: 16.66A/8.33A
Output Power: 200W
Unit Size: 21.5*6.5*2.7CM
Unit Weight: 710g
Wiring Spec: 17CM Each/Two Sides (2 units output)
Grade: Fan  IP67 Waterproof

Shell Material: Aluminum
Efficiency: 85%
Rated Voltage: AC220V
Input Frequency: 50/60Hz
Input Range: 190-250Vac
Input Voltage: 

Protections: Shortage/Over Voltage/Over Load/Over 
Current

DC12V/24V±5%
Output Current: 25A/12.5A
Output Power: 300W
Unit Size: 23.1*7.1*4.4CM
Unit Weight: 1100g
Wiring Spec: 17CM Each/Two Sides (2 units output)

Shell Material: Aluminum
Efficiency: 85%
Rated Voltage: AC220V
Input Frequency: 50/60Hz
Input Range: 170-250Vac
Input Voltage: 

Grade: Fan  IP67 Waterproof

Protections: Shortage/Over Voltage/Over Load/Over 

DC12V/24V±5%
Output Current: 20.84A/10.42A
Output Power: 250W
Unit Size: 21.5*6.5*2.7CM
Unit Weight: 710g
Wiring Spec: 17CM Each/Two Sides (2 units output)
Grade: Fan  IP67 Waterproof
Protections: Shortage/Over Voltage/Over Load/Over 
Current Current

12V 20W/24V 20W 12V 30W/24V 30W 12V 40W/24V 40W 12V 200W/24V 200W 12V 250W/24V 250W

Shell Material: Aluminum
Efficiency: 85%
Rated Voltage: AC220V
Input Frequency: 50/60Hz
Input Range: 190-250Vac
Input Voltage: DC12V/24V±5%
Output Current: 29A/14.5A
Output Power: 350W
Unit Size: 23.1*7.1*4.4CM
Unit Weight: 1100g
Wiring Spec: 17CM Each/Two Sides (2 units output) 
Grade: Fan  IP67 Waterproof

12V 300W/24V 300W

Protections: Shortage/Over Voltage/Over Load/Over 

Shell Material: Aluminum
Efficiency: 85%
Rated Voltage: AC220V
Input Frequency: 50/60Hz
Input Range: 170-250Vac
Input Voltage: DC12V/24V±5%
Output Current: 6.6A/3.3A
Output Power: 80W
Unit Size: 15.5*4.4*2.1CM
Unit Weight: 260g
Wiring Spec: 17CM Each/Two Sides (1 unit output)
Grade: Fan  IP67 Waterproof
Protections: Shortage/Over Voltage/Over Load/Over 

Shell Material: Aluminum
Efficiency: 85%
Rated Voltage: AC220V
Input Frequency: 50/60Hz
Input Range: 170-250Vac
Input Voltage: DC12V/24V±5%
Output Current: 4.2A/2.1A
Output Power: 50W
Unit Size: 14.7*3.6*2.2CM
Unit Weight: 210g
Wiring Spec: 17CM Each/Two Sides (1 unit output)
Grade: Fan  IP67 Waterproof

Shell Material: Aluminum
Efficiency: 85%
Rated Voltage: AC220V
Input Frequency: 50/60Hz
Input Range: 170-250Vac
Input Voltage: DC12V/24V±5%
Output Current: 5.0A/2.5A
Output Power: 60W
Unit Size: 14.7*3.6*2.2CM
Unit Weight: 210g
Wiring Spec: 17CM Each/Two Sides (1 unit output)
Grade: Fan  IP67 Waterproof
Protections: Shortage/Over Voltage/Over Load/Over Protections: Shortage/Over Voltage/Over Load/Over 

Current Current Current Current

Shell Material: Aluminum
Efficiency: 85%
Rated Voltage: AC220V
Input Frequency: 50/60Hz
Input Range: 175-264Vac
Input Voltage: DC12V/24V±5%
Output Current: 37.6A/18.8A
Output Power: 450W
Unit Size: 26*10.2*3.8CM
Unit Weight: 1800g
Wiring Spec: 22CM Each/Two Sides (2 units output) 
Grade: Fan  IP67 Waterproof
Protections: Shortage/Over Voltage/Over Load/Over 

Shell Material: Aluminum
Efficiency: 85%
Rated Voltage: AC220V
Input Frequency: 50/60Hz
Input Range: 175-264Vac
Input Voltage: DC12V/24V±5%
Output Current: 33.4A/16.7A
Output Power: 400W
Unit Size: 26*10.2*3.8CM
Unit Weight: 1800g
Wiring Spec: 22CM Each/Two Sides (2 units output)
Grade: Fan  IP67 Waterproof
Protections: Shortage/Over Voltage/Over Load/Over 
Current Current

12V 50W/24V 50W 12V 60W/24V 60W 12V 80W/24V 80W 12V 350W/24V 350W

 

12V 400W/24V 400W

Shell Material: Aluminum
Efficiency: 85%
Rated Voltage: AC220V
Input Frequency: 50/60Hz
Input Range: 170-250Vac
Input Voltage: DC12V/24V±5%
Output Current: 10A/5A
Output Power: 120W
Unit Size: 19.1*5.3*1.9CM
Unit Weight: 370g
Wiring Spec: 17CM Each/Two Sides (1 unit output)
Grade: Fan  IP67 Waterproof

12V 450W/24V 450W

Protections: Shortage/Over Voltage/Over Load/Over 
Current

Shell Material: Aluminum
Efficiency: 85%
Rated Voltage: AC220V
Input Frequency: 50/60Hz
Input Range: 170-250Vac
Input Voltage: DC12V/24V±5%
Output Current: 12.5A/6.25A
Output Power: 150W
Unit Size: 21.6*5.3*1.9CM
Unit Weight: 420g
Wiring Spec: 17CM Each/Two Sides (1 unit output)
Grade: Fan  IP67 Waterproof
Protections: Shortage/Over Voltage/Over Load/Over 
Current

Shell Material: Aluminum
Efficiency: 85%
Rated Voltage: AC220V
Input Frequency: 50/60Hz
Input Range: 175-264Vac
Input Voltage: DC12V/24V±5%
Output Current: 41.6A/20.8A
Output Power: 500W
Unit Size: 26*10.2*3.8CM
Unit Weight: 1800g
Wiring Spec: 23CM Each/Two Sides (2 units output) 
Grade: Fan  IP67 Waterproof
Protections: Shortage/Over Voltage/Over Load/Over 
Current

Shell Material: Aluminum
Efficiency: 85%
Rated Voltage: AC220V
Input Frequency: 50/60Hz
Input Range: 170-250Vac
Input Voltage: DC12V/24V±5%
Output Current: 8.34A/4.17A
Output Power: 100W
Unit Size: 19.1*5.3*1.9CM
Unit Weight: 370g
Wiring Spec: 17CM Each/Two Sides (1 unit output)
Shell Material: Aluminum
Grade: Fan  IP67 Waterproof
Protections: Shortage/Over Voltage/Over Load/

Shell Material: Aluminum
Efficiency: 85%
Rated Voltage: AC220V
Input Frequency: 50/60Hz
Input Range: 175-264Vac
Input Voltage: DC12V/24V±5%
Output Current: 46A/23A
Output Power: 550W
Unit Size: 29*10.2*3.8CM
Unit Weight: 1800g
Wiring Spec: 22CM Each/Two Sides (2 units output 
Grade: Fan  IP67 Waterproof
Protections: Shortage/Over Voltage/Over Load
/Over Current

Shell Material: Aluminum
Efficiency: 85%
Rated Voltage: AC220V
Input Frequency: 50/60Hz
Input Range: 175-264Vac
Input Voltage: DC12V/24V±5%
Output Current: 50A/25A
Output Power: 600W
Unit Size: 29*10.2*3.8CM
Unit Weight: 2200g
Wiring Spec: 23CM Each/Two Sides (2 units output)
Grade: Fan  IP67 Waterproof
Protections: Shortage/Over Voltage/Over Load/
Over Current

Over Current

12V 100W/24V 100W 12V 120W/24V 120W 12V 150W/24V 150W 12V 500W/24V 500W 12V 550W/24V 550W 12V 600W/24V 600W

12V/24V 50W

12V/24V 312V/24V 20W 0W

12V/24V 812V/24V 6

12V/24V 40W

0W 0W

12V/24V 100W 12V/24V 120W 12V/24V 150W 12V/24V 500W

12V/24V 2512V/24V 200W 0W 12V/24V 300W

12V/24V 4512V/24V 4012V/24V 350W 0W 0W

12V/24V 550W 12V/24V 600W

 

 

 

 

 

 

 

Shell Material: Aluminum 

Efficiency: 85%
Rated Voltage: AC220V
Input Frequency: 50/60Hz 

Input Range: 170

Shell Material: Aluminum
Efficiency: 85%
Rated Voltage: AC220V
Input Frequency: 50/60Hz
Input Range: 170-265Vac
Input Voltage: DC12V/24V±5%
Output Current: 16.5A/8.3A
Output Power: 200W
Unit Size: 30.8*5.3*2.2CM
Unit Weight: 269g
Wiring Terminal: 7 Terminals
Grade: Natural Cooling Indoor
Protections: Shortage/Over Voltage/Over Load 

/Over Current

-265Vac

 

 

 

 

 

 

Shell Material: Aluminum 

Efficiency: 85%
Rated Voltage: AC220V

Input Voltage: DC12V/24V±5%
Output Current: 33A/16.5A
Output Power: 400W
Unit Size: 37.3*5.3*2.2CM
Unit Weight: 360g
Wiring Terminal: 7 Terminals
Grade: Natural Cooling Indoor
Protections: Shortage/Over Voltage/Over Load 

/Over Current

Input Frequency: 50/60Hz

 

Over Load/

 

Input Range: 176-264Vac
Input Voltage: DC12V/24V/48V±5%
Output Current: 16.6A/8.3A/4.1A
Output Power: 200W
Unit Size: 18.0*5,0*2.7CM
Unit Weight: 230g
Wiring Terminal: 4 Terminals
Grade: Nautral Cooling Indoor
Protections: Shortage/Over Voltage/

Over Current

Shell Material: Aluminum 

Unit Size: 18.7*6.0*3.0CM

Shell Material: Aluminum
Efficiency: 85%
Rated Voltage: AC220V
Input Frequency: 50/60Hz
Input Range: 176-264Vac
Input Voltage: DC12V/24V/48±5%
Output Current: 25A/12.5A/6.25A
Output Power: 300W

Unit Weight: 330g

Wiring Terminal: 4 Terminals
Grade: Nautral Cooling Indoor
Protections: Shortage/Over Voltage/Over 
Load/Over Current

Efficiency: 85%

 

 

Wiring Terminal: 4 Terminals
Grade: Nautral Cooling Indoor
Protections: Shortage/Over Voltage/Over Load/

Rated Voltage: AC220V
Input Frequency: 50/60Hz
Input Range: 176-264Vac
Input Voltage: DC12V/24V/48A±5%
Output Current: 33A/16.6A/8.3A
Output Power: 400W
Unit Size: 22.0*6.0*3.0CM
 Unit Weight: 430g

Over Current

 

 

Over Load/Over 

Shell Material: Aluminum
Efficiency: 85%
Rated Voltage: AC220V
Input Frequency: 50/60Hz
Input Range: 175-264Vac
Input Voltage: DC12V/24V±5%
Output Current: 5A/2.5A
Output Power: 60W
Unit Size: 14.4*3.6*2.3CM
Unit Weight: 110g
Wiring Terminal: 2 Terminals
Grade: Natural Cooling Indoor
Protections: Shortage/Over Voltage/

Current

 

Unit Size: 13.8*5.0*2.7CM

Shell Material: Aluminum
Efficiency: 85%
Rated Voltage: AC220V
Input Frequency: 50/60Hz
Input Range: 176-264Vac
Input Voltage: DC12V/24V/48V±5%
Output Current: 8.3A/4.16A/2.1A
Output Power: 100W

Unit Weight: 180g

Wiring Terminal: 4 Terminals
Grade: Nautral Cooling Indoor
Protections: Shortage/Over Voltage/Over 
Load/Over Current

 

 

 

Unit Size: 18.0*5.0*2.7CM 

Unit Weight: 230g
Wiring Terminal: 4 Terminals
Grade: Nautral Cooling Indoor

Shell Material: Aluminum
Efficiency: 85%
Rated Voltage: AC220V
Input Frequency: 50/60Hz
Input Range: 176-264Vac
Input Voltage: DC12V/24V±5%
Output Current: 12.5A/6.25A
Output Power: 150W

Protections: Shortage/Over Voltage/Over 
Load/Over Current

 

12V/24V 20012V/24V 60W  W 12V/24V 400W

12V/24V 15012V/24V/48V 10012V/24V 60W W W

12V/24V/48V 200W 12V/24V/48V 300W 12V/24V/48V 400W

Shell Material: Aluminum
Efficiency: 85%
Rated Voltage: AC110V/220V
Input Frequency: 50/60Hz
Input Range: 90-265Vac
Input Voltage: DC12V/24V±5%
Output Current: 5A/2.5A
Output Power: 60W
Unit Size: 12.6*4.7*3.2CM
Unit Weight: 160g
Wiring Terminal: 5 Terminals
Grade: Natural Cooling Indoor
Protections: Shortage/Over Voltage/Over 
Load/Over Current
(Similar figure models 12V/24V 100W,120W,150W,200W,250W) (Similar figure models 12V/24V 100W,120W,150W,200W,300W) 

12V/24V 60W 12V/24V 200W 12V/24V 400W

12V/24V 60W 12V/24V/48V 100W 12V/24V 150W

12V/24V/48V 200W 12V/24V/48V 300W 12V/24V/48V 400W


